
 

 

 

 

 

 

 

 

Flytech POS 880 серии - чрезвычайно компактный кассовый терминал. 

Удобный внешний дизайн приносит легкость к использованию в малых и средних 

помещениях магазинов. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Преимущества 

 

 

VESA 

75x75mm с 

фиксированн

ым углом 
 

Считыватель 

магнитных карт 

 

8.4”, 10.4” to 

12.1” TFT 

LCD 

 

Лѐгкая замена 

жесткого диска 



Украина, 03680, г. Киев, ул. Радищева, 3 оф.В-302 тел/факс + 38(044) 592 85 55 

http://www.nbs.com.ua 

Технические характеристики 

 
 

Model Name Motherboard  POS 880 C36 

Processor  Intel® AtomTM processors N270 1.6G L2 512K FSB 533MHz 

Chipset  Intel® 945GSE Express chipset + ICH7M 

System Memory  1 X DDR2 DIMM up to 2GB FSB 533MHz 

Graphic Memory  Intel® GMA 950 share system memory up to 224MB 

LCD / Touch Panel   
LCD Size 8.4" TFT LCD  10.4" TFT LCD 12.1" TFT LCD 

Brightness 250 cd/m.  250 cd/m. 150 ~ 400 cd/m. 

Resolution 800x600  800x600 800x600 / 1024x768 

Touch Screen  Resistive 

Storage Device   
Hard Drive  1 x slim HDD bay (SATA) 

Flash Memory (Option)  SATA SSD Flash memory 8G / 16G / 32G / 64G 

Expansion   
Mini PCI-E Socket  1 

Rear I/O   
USB Port  4 (USB 2.0) 

Serial / COM  4 x RJ-45 (COM3 / COM4 with 5V / 12V power) 

LAN Port  1 x RJ-45 (10/100/1000Mbps Giga LAN) 

Second Display  1 (DB-15 Female) 

Cash Drawer Port  1 x RJ-11 (12V / 24V) 

DC Jack  1 (DC 19V) 

Power button  1 

Power  Adapter (65W, 19V, 3.4A) 

Environment   
EMC & Safety  FCC / CE Class A, LVD 

Operating Temperature  5°C ~ 35°C (41°F ~ 95°F) 

Storage Temperature  -20°C ~ 55°C (-4°F ~ 140°F) 

Operating Humidity  20% - 80% RH non-condensing 

Storage Humidity  20% - 85% RH non-condensing 

Dust and Water Proof  ǳ IP54 for front bezel 

Communication   
Wireless LAN  mini PCI-E wireless LAN card 801.11 b/g or n 

Dimension (W x D x H) 241 x 50 x 181 mm  284 x 50 x 214 mm 326 x 58 x 247 mm 

Weight 1.4kg (3lbs)  1.7kg (3.7lbs) 2.5kg (5.5lbs) 

OS Supported  Windows® XP, Windows® XP Embedded, Windows® CE, Linux 


